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Note: These headers are a direct fit with the Bassani converter/mid-pipe and aft-cat systems also made for
SRT8 applications. Installation with stock or other muffler systems will require fabricating custom
connector pipe.

2006-07 Dodge/Chrysler 6.1L Hemi headers
Fits all SRT-8, LX platform vehicles

S616SRT

FOR TECHNICAL ASSISTANCE CALL TOLL-FREE (866) 782-3283
2900 East La Jolla    Anaheim, CA    92806

                       Parts List and Description Hardware List
(A)   PN S616SRTL -driver side header 1 -anti-seize compound
(B)   PN S616SRTR -passenger side header
(C)   PN S616SRTEK -elec. harness extension kit
(D)   PN S616SRTG -gaskets (2)

Installation instructions:
1.) Raise and support vehicle.
2.) Remove any existing muffler system currently installed on the vehicle.
3.) Spray fasteners attaching factory converters to exhaust manifolds and all four oxygen sensors with

penetrating oil and let soak for a few minutes.
4.) Unplug all oxygen sensors from vehicle wiring harness.
5.) Remove fasteners and converter pipes from manifolds; remove oxygen sensors from pipes and label for

reinstallation in their original locations.
6.) Remove fasteners attaching manifolds to cylinder heads and remove manifolds/gaskets from vehicle.
7.) Install left and right side headers to engine using supplied gaskets. The stock fasteners are to be reused

after first applying a light coating of anti-seize compound supplied with headers. You will need to access
the bolts with various extensions/tools and from various positions in order to tighten all the bolts.

8.) Reinstall pre-converter oxygen sensors into bungs located on header collectors and connect to the vehicle
wiring harness using the supplied short wiring extensions.

9.) If installing these headers with a Bassani mid-pipe kit and 3ý aft-cat system, refer to the instructions
included with those products to complete install.

Note: anti-seize
should be applied

to all fastener
threads, pipe slip
joints and mating

surfaces of
ball /socket
connections.


